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Patch Cords OM4

2mm simplex and duplex with violet cable jacket

Features

High performance 50 um OM4 fibers
" SC, LC, ST, MTRJ and SMA connectors

Halogen-free flame-retardant material (HFFR)
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Application

The assemblies are designed to meet the standards mainly used in datacenter, local area network
and industrial applications. The precision polished connectors ensures low insertion loss and lowest

back reflection.

Design

The OM4-series has an extended operating temperature range, -40°C to +70°C. This makes them
very stable over time in various environmental conditions.
The cables are designed with 2 mm jacket and are made of halogen-free flame-retardant (HFFR)

material giving excellent protection.

Product Information

;2 mm
1 2X2mm

Technical Information

Temperature, Operation [°C] -40 to +70°
Temperature, Storage [°C] -40 to +70°
Fiber Type oM4
Insertion Loss, max [dB] <0,2
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Conformance IEC 61754 series: Fiber connector interfaces
IEC 61755 series: Fiber optic connector optical
interfaces

IEC 61753 series: Fiber optical interconnecting devices and

passive components performance standard
IEC 61300 series: Fiber optic interconnecting devices
and passive components — basic test and measurement

IEC 60794-2-50: Indoor optical fiber cables for simplex and

duplex cables for use in patch cords
OM1-OMS5: Characteristics of MM optical fiber

IEC 60332-3-24: Test - flame propagation of @ 2 mm patch

cables installed vertically in shafts
UL1666

UL94 V-0: Flame resistance on connectors

Technical Notes Insertion loss measured according to IEC61300-3-4

Return loss measured according to IEC61300-3-10
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Article name
Bitzgl;o(}ord MM 2x50/125 OM4 ST/PC-ST/PC Violet 10m Violet 9 SEST 10 Rastic bag
gitzggo()ord MM 2x50/125 OM4 ST/PC-ST/PC Violet 20m Violet 9 SEST 20  Rastic bag
gitzzgo(;ord MM 2x50/125 OM4 ST/PC-ST/PC Violet 30m Violet 9 SEST 30  Rastic bag
gitz(‘:‘gford MM 2x50/125 OM4 ST/PC-SC/PC Violet 2m Violet 9 STSC 2 Rastic bag
gitz(lz_l(;o(_)sord MM 2x50/125 OM4 ST/PC-LC/PC Violet 0,5m Violet 2 SELC 05  Rasticbag
gigl:_gford MM 2x50/125 OM4 ST/PC-LC/PC Violet 1m Violet 2 STLC 1 Rastic bag
gigl:_l;OCord MM 2x50/125 OM4 ST/PC-LC/PC Violet 10m Vioet 2 SELC 10  Rasticbag
?2?_2000"1 MM 2x50/125 OM4 ST/PC-LC/PC Violet 20m Violet 2 SELC 20  Rastic bag
m(‘:‘lagsord MM 2x50/125 OM4 SC/PC-SC/PC Violet 0,5m Violet 2 SCSC 05  Rastic bag
m(‘:‘gford MM 2x50/125 OM4 SC/PC-SC/PC Violet 1m Violet 2 scsC 1 Rastic bag
m(‘:‘lazcord MM 2x50/125 OM4 SC/PC-SC/PC Violet 2m Violet 2 scsc 2 Rastic bag
m(‘:‘ggord MM 2x50/125 OM4 SC/PC-SC/PC Violet 3m Violet 2 scsc 3 Rastic bag
m(‘:‘l(l)s(:ord MM 2x50/125 OM4 SC/PC-SC/PC Violet 5m Violet 2 scsc 5 Rastic bag
mil(l)ford MM 2x50/125 OM4 SC/PC-SC/PC Violet 7m Violet 2 scsc 7 Rastic bag
miq(?ord MM 2x50/125 OM4 SC/PC-SC/PC Violet 10m Violet 2 SCSC 10 Hastic bag
miqgord MM 2x50/125 OM4 SC/PC-SC/PC Violet 15m Vioet 2 SCSC 15 Mastic bag
migé:ord MM 2x50/125 OM4 SC/PC-SC/PC Violet 20m Violet 2 SCSC 20 Hastic bag
miggord MM 2x50/125 OM4 SC/PC-SC/PC Violet 25m Violet 2 SCSC 25 Hastic bag
m::‘gé:ord MM 2x50/125 OM4 SC/PC-SC/PC Violet 30m Violet 9 SCSC 30  Hastic bag
ngg:ord MM 2x50/125 OM4 SC/PC-SC/PC Violet 50m Violet 9 SCSC 50  Hastic bag
migggrd MM 2x50/125 OM4 SC/PC-LC/PC Violet 0,5m Violet 9 SCLC 05  Hastic bag
mi%ford MM 2x50/125 OM4 SC/PC-LC/PC Violet 1m Violet 9 CLC 1 Rastic bag
migford MM 2x50/125 OM4 SC/PC-LC/PC Violet 2m Violet 9 GLC 2 Rastic bag
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Article name

?4% :’f:ord MM 2x50/125 OM4 SC/PC-LC/PC Violet 3m Videt 2 SGLC 3  Hasti bag
mtl:_% Ef:ord MM 2x50/125 OM4 SC/PC-LC/PC Violet 5m Videt 2 SGLC 5  Hasti bag
?4% 7Cord MM 2x50/125 OM4 SC/PC-LC/PC Violet 7Tm Videt 2 SGLC 7  Hestic bag
mﬂ Cg:ord MM 2x50/125 OM4 SC/PC-LC/PC Violet 10m Videt 2 SGLC 10  Hastic bag
?4?.1. SCord MM 2x50/125 OM4 SC/PC-LC/PC Violet 15m Videt 2 SGLC 15  Hastic bag
?4?.2' cg:ord MM 2x50/125 OM4 SC/PC-LC/PC Violet 20m Videt 2 SGLC 20  Fasticbag
gitﬁ_g SCord MM 2x50/125 OM4 SC/PC-LC/PC Violet 25m Videt 2 SGLC 25  Fasticbag
gﬁ:—g cg:ord MM 2x50/125 OM4 SC/PC-LC/PC Violet 30m Videt 2 SGLC 30  Hasti bag
aﬂ; ggrd MM 2x50/125 OM4 LC/PC-LC/PC Violet 0,5m Videt 2 LCLC 05  Fasticbag
?ﬁg 1Cord MM 2x50/125 OM4 LC/PC-LC/PC Violet 1m Videt 2 LGLC 1  Fasticbag
mcl:_la Egrd MM 2x50/125 OM4 LC/PC-LC/PC Violet 1,5m Videt 2 LGLC 15  Fasticbag
mcl:_la 2Cord MM 2x50/125 OM4 LC/PC-LC/PC Violet 2m Videt 2 LGLC 2  Fasticbag
EL‘ITJ 3Cord MM 2x50/125 OM4 LC/PC-LC/PC Violet 3m Viot 2 LGLC 3 Rastic bag
mtl:-lascord MM 2x50/125 OM4 LC/PC-LC/PC Violet 5m Violet P LCLC 5 Rastic bag
EL(I:_I(‘;GCord MM 2x50/125 OM4 LC/PC-LC/PC Violet 6m Violet 9 LCLC 6 Rastic bag
ELT_?)?COM MM 2x50/125 OM4 LC/PC-LC/PC Violet 7m Violet P LCLC 7 Rastic bag
mtlagord MM 2x50/125 OM4 LC/PC-LC/PC Violet 8m Violet 5 LGLC 8 Rastic bag
Eﬂ; 9Cord MM 2x50/125 OM4 LC/PC-LC/PC Violet 9m Videt 2 LGLC 9  Fasticbag
Bzﬁ:_t; OCord MM 2x50/125 OM4 LC/PC-LC/PC Violet 10m Videt 2 LGLC 10  Fasticbag
lelt_tl:_l; 2Cord MM 2x50/125 OM4 LC/PC-LC/PC Violet 12m Violet 9 LCLC 12  Rastic bag
Bi(_(l:_l; 5Cord MM 2x50/125 OM4 LC/PC-LC/PC Violet 15m Videt 2 LGLC 15  Fasticbag
Ezlt_‘l:_g oCord MM 2x50/125 OM4 LC/PC-LC/PC Violet 20m Vioket 9 LCLC 20  Rastic bag
Eif_?_g 5Cord MM 2x50/125 OM4 LC/PC-LC/PC Violet 25m Violet 9 LCLC 25  Rastic bag
Eilt_‘l:_g oCord MM 2x50/125 OM4 LC/PC-LC/PC Violet 30m Violet 9 LCLC 30  Rastic bag
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